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EINSATZBEREICH(Te) 
OPERATING RANGE (Te)

0°C ÷ -20°C -20°C ÷ -40°C

VERDICHTERHUBRAUM 
COMPRESSOR DISPLACEMENT

3,86 ÷ 33,8 cm³ 7,27 ÷ 33,8 cm³

KÄLTELEISTUNG 
REFRIGERATING CAPACITY

193 ÷ 3.725 W 162 ÷ 1.868 W

NK TK



FÜR NÄHERE INFORMATIONEN KONTAKTIEREN SIE BITTE UNSERE TECHNISCHE 
ABTEILUNG. BESCHREIBUNGEN, TECHNISCHE DATEN UND ABBILDUNGEN DIENEN NUR 
ZUR UNVERBINDLICHEN ILLUSTRATION. RIVACOLD BEHÄLT SICH DAS RECHT VOR, DIE IN 
DIESEN UNTERLAGEN BESCHRIEBENEN SPEZIFIKATIONEN OHNE VORANKÜNDIGUNG 
GANZ ODER TEILWEISE ZU ÄNDERN UND, UM DIE PRODUKTIONSKONTINUITÄT ZU 
GEWÄHRLEISTEN, ALTERNATIVE MARKEN VON KOMPONENTEN, DIE FÜR DAS PROJEKT 
ERFORDERLICH SIND, ZU VERWENDEN.

FOR MORE INFORMATION, CONTACT OUR TECHNICAL OFFICE. DESCRIPTIONS, TECHNICAL 
DATA AND ILLUSTRATIONS ARE PURELY INDICATIVE AND ARE NOT BINDING. RIVACOLD 
RESERVES THE RIGHT TO MODIFY, IN WHOLE OR IN PART AND WITHOUT PRIOR NOTICE, 
THE SPECIFICATIONS DESCRIBED IN THIS DOCUMENTATION AND, IN THE INTERESTS OF 
PRODUCTION CONTINUITY, TO USE COMPONENTS FROM ALTERNATIVE BRANDS TO THOSE 
GIVEN IN THE DESIGN.
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R452A (2140 GWP) 

Die Produkte in diesem Prospekt sind Geräte, deren Betrieb von fluorierten Treibhausgasen abhängt.

Products in this catalogue are equipment whose functioning relies upon fluorinated greenhouse gases.

CONDENSING 
UNIT MODEL

COMPRESSOR
REFRIGERATION CAPACITY

[W]
CONDENSER FANS   PIPE FITTINGS PED CU DIMENSIONS NET WEIGHT

model
Te -10°C / Tamb 32°C

n°x Ø mc/h D S CAT
L

[mm]
P

[mm]
H

[mm]
kg

R452A

HN004Z1E01 TL4CL 277 1 X 200 239 5 mm 6 mm 0 380 300 230 11,5

HN006Z1E01 NL6.1MLX 489 1 X 230 483 6 mm 8 mm 0 380 300 275 15

HN007Z1E01 NF7MLX 615 1 X 254 648 6 mm 9 mm 0 450 350 300 16,5

HN007Z1E11 NF7MLX 615 1 X 254 648 1/4" 3/8" 0 450 350 300 18,5

HN010Z1E01 SC10MLX 765 1 X 254 648 6 mm 8 mm 0 450 350 300 20

HN010Z1E11 SC10MLX 765 1 X 254 648 1/4" 3/8" 0 450 350 300 20,5

HN013Z1E01 SC12MLX 935 1 X 254 572 6 mm 8 mm 0 450 350 300 21

HN013Z1E11 SC12MLX 935 1 X 254 572 1/4" 3/8" 0 450 350 300 22

HN015Z1E01 SC15MLK 1.137 1 X 300 820 6 mm 9 mm 0 490 390 346 22,5

HN015Z1E11 SC15MLK 1.137 1 X 300 820 1/4" 3/8" 0 490 390 346 23,5

HN018Z1E01 SC18MLX 1.407 1 X 300 932 6 mm 10 mm 0 530 430 372 25,5

HN018Z1E11 SC18MLX 1.407 1 X 300 932 1/4" 3/8" 0 530 430 372 27

HN021Z1E11 GS21MLX 1.722 1 X 300 1.419 1/4" 1/2" 0 530 430 372 33

HN026Z1E11 GS26MLX 2.072 1 X 300 1.419 1/4" 1/2" 0 530 430 372 35,5

HN034Z1E11 GS34MLX 2.732 1 X 350 1.517 1/4" 1/2" 0 530 530 425 44,5

CONDENSING 
UNIT MODEL

COMPRESSOR
REFRIGERATION CAPACITY

[W]
CONDENSER FANS   PIPE FITTINGS PED CU DIMENSIONS NET WEIGHT

model
Te -30°C / Tamb 32°C

n°x Ø mc/h D S CAT
L

[mm]
P

[mm]
H

[mm]
kg

R452A

LN007Z1E01 NL7CLX 273 1 X 230 483 6 mm 8 mm 0 380 300 275 15

LN008Z1E11 NL8.4CLX 292 1 X 230 483 1/4" 3/8" 0 450 350 275 17,5

LN008Z1E01 NL8.4CLX 292 1 X 230 483 6 mm 8 mm 0 380 300 275 15

LN013Z1E01 SC12CLX.2 411 1 X 254 648 6 mm 8 mm 0 450 350 300 20

LN013Z1E11 SC12CLX.2 411 1 X 254 648 1/4" 3/8" 0 450 350 300 21,5

LN015Z1E01 SC15CLX.2 502 1 X 254 572 6 mm 10 mm 0 450 350 300 21

LN015Z1E11 SC15CLX.2 502 1 X 254 572 1/4" 3/8" 0 450 350 300 22

LN018Z1E01 SC18CL 586 1 X 300 820 6 mm 10 mm 0 490 390 346 22

LN018Z1E11 SC18CL 586 1 X 300 820 1/4" 3/8" 0 490 390 346 23

LN021Z1E11 SC21CL 655 1 X 300 820 1/4" 3/8" 0 490 390 346 23

LN026Z1E11 GS26CLX 892 1 X 300 932 1/4" 1/2" 0 530 430 372 33

LN034Z1E11 GS34CLX 1.228 1 X 300 1.306 1/4" 1/2" 0 530 430 372 36

TECHNISCHE DATEN UND KÄLTELEISTUNG TK  - LBP MODELS TECHNICAL DATA AND PERFORMANCE 

TECHNISCHE DATEN UND KÄLTELEISTUNG NK  - MBP MODELS TECHNICAL DATA AND PERFORMANCE 
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