RIVACOLD

MASTERING COLD

KOMPAKTAGGREGATE FUR
KUHLZELLEN

PACKAGED UNITS

FOR COLD ROOMS

DECKENMONTAGE - WASSERGEKUHLT
CEILING MOUNT INSTALLATION - WATER LOOP SYSTEMS
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NETURLICHES ENERGIE- WASSER- HERMETISCHE EINFACHE
KALTEMITTEL EFFIZEINZ GEKUHLT VERDICHTER MONTAGE
NATURAL ENERGY WATER HERMETIC EASY
REFRIGERANT SAVING CONDENSATION COMPRESSOR FIX

R290 NK TK

EINSATZBEREICH (Trour) o o
OPERATING RANGE (T¢) -5°C/+10°C -25°C/-15°C

KALTELEISTUNG ) e . 3 _37°
T 1.497 + 3.318 W (TH,0=37°C) 912 + 2.625 m¥%h (TH,0=37°C)

WASSERTEMPERATURBEREICHE

H,0 TEMPERATURE RANGES 5°C/48°C
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TECHNISCHE DATEN -TECHNICAL DATA
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Typ CAT ™ win A nx@ m¥%h  f(m) (4] It/h w kPa Kg
FAMO16PWL1-C90  230V/1Ph/50Hz  E 0 v G 900 49 1x200 1.050 5 3/4" 350 3.164 30 70
FAMO28PWL2-C90  400V/3Ph/50Hz  E 0 v G 1500 28 2x200 1.050 5 3/4" 700 4.455 30 125
FAMO34PWL2-C90  400V/3Ph/50Hz  E 0 v G 1.600 29 3x200 1912 8 3/4" 700 6.504 30 132
FAMO40PWL2-C90  400V/3Ph/50Hz  E 0 v G 1800 33 3x200 1912 8 3/4" 700 6.972 40 135
FALOT2PWL1-C90  230V/1Ph/50Hz  E 0 v G 1100 ¢ 2x200 1.060 5 3/4" 350 2.435 50 70
FALOT16PWL2-C90  400V/3Ph/50Hz  E 0 \% G 1400 26 2x200 1425 5 3/4" 700 3.520 30 97
FALO20PWL2-C90  400V/3Ph/50Hz  E 0 V G 1600 29 3x200 1912 8 3/4" 700 5.340 30 112
FALO40PWL1 400V/3Ph/50Hz  E 0 v G 1900 3.5 3x200 1912 8 3/4" 700 6.748 30 145
Werte beziehen sich auf: Wasseranschliisse / Water connections 3/4”
Sauggastemperatur :+0°C (LBP) e +20°C (HBP) Unterkiihlung : 0K
Uberhitzung : 100%
stromaufnahme Verdichfer KORREKTURFAKTOR FUR GLYKOL
To -10°C (HBP/MBP); Tc +50°C
To-30°C (LBP): To +50°C GLYKOL 0%  20%  30% 40%
WASSERDURCHFLUSS  1.038  1.076 1.121 1.173
DRUCKABFALL 1.097  1.200 1.324 1.483

KALTELEISTUNG FA_WL NK - FA_WL HBP/MBP PERFORMANCE TABLES

Kdlteleistung TH,0 = 25°C

Tc +5°C
W

Tc0°C
W

Tc-5°C

w W

FAMO16PWL1-C90 1.926 1.673 1.439 1.724
FAMO28PWL2-C90 2.727 2372 2.041 2426
FAMO34PWL2-C90 4.097 3.542 3.036 3.628
FAMO40PWL2-C90 4.330 3.748 3212 3.836

KALTELEISTUNG FA_WL TK - FA_WL LBP PERFORMANCE TABLES

Kalteleistung TH,0 = 15°C

Tc-15°C
w

Tc -20°C
W

Tc-25°C
w

W

FALO12PWL1-C90 1.234 1.046 880 1.088
FALO16PWL2-C90 1.883 1.611 1.363 1.649
FALO20PWL2-C90 2.747 2.316 1.936 2.407
FALO4OPWL2-C90 3415 2919 2.431 3.107

FUR NAHERE INFORMATIONEN KONTAKTIEREN SIE BITTE UNSERE TECHNISCHE
ABTEILUNG. BESCHREIBUNGEN, TECHNISCHE DATEN UND ABBILDUNGEN DIENEN NUR
ZUR UNVERBINDLICHEN ILLUSTRATION. RIVACOLD BEHALT SICH DAS RECHT VOR, DIE IN
DIESEN UNTERLAGEN BESCHRIEBENEN SPEZIFIKATIONEN OHNE VORANKUNDIGUNG
GANZ ODER TEILWEISE ZU ANDERN UND, UM DIE PRODUKTIONSKONTINUITAT ZU
GEWAHRLEISTEN, ALTERNATIVE MARKEN VON KOMPONENTEN, DIE FUR DAS PROJEKT
ERFORDERLICH SIND, ZU VERWENDEN.

Kalteleistung TH,0 = 37°C
Tc +5°C

Kadlteleistung TH,0 = 37°C

()

Kalteleistung TH,0 = 48°C

Tc0°C Tc-5°C Tc+5°C Tc0°C Tc-5°C
W W W W W
1.497 1.291 1.607 1.394 1.200
2104 1.802 1.672 1.957 1.672
3118 2.650 3.391 2.904 2.459
3318 2.846 3.560 3074 2.634

Kadlteleistung TH,O = 48°C

Tc-15°C  Tc-20°C  Tc-25°C Tc-15°C Tc-20°C Tc-25°C
W W W W W
912 756 1.115 847 698
1.392 1.162 1.531 1.285 1.064
2011 1.659 2238 1.863 1.528
2625 2184 2.901 2.444 2027

FOR MORE INFORMATION, CONTACT OUR TECHNICAL OFFICE. DESCRIPTIONS, TECHNICAL
DATA AND ILLUSTRATIONS ARE PURELY INDICATIVE AND ARE NOT BINDING. RIVACOLD
RESERVES THE RIGHT TO MODIFY, IN WHOLE OR IN PART AND WITHOUT PRIOR NOTICE,
THE SPECIFICATIONS DESCRIBED IN THIS DOCUMENTATION AND, IN THE INTERESTS OF
PRODUCTION CONTINUITY, TO USE COMPONENTS FROM ALTERNATIVE BRANDS TO THOSE
GIVEN INTHE DESIGN.
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