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HBP_ R452A NK_ R452A NK_R449A TK_R452A TK_R449A

EINSATZBEREICH (Tc) 
OPERATING RANGE (Tc)

+10°C ÷ +2°C +5°C ÷ -5°C -15°C ÷ -25°C

VERDICHTERHUBRAUM 
COMPRESSOR DISPLACEMENT

43,5 cm3 56,6 cm3  ÷ 134,8 cm3 26,84 m3/h  ÷ 41.33 m3/h 112,5 cm3 16,24 m3/h  ÷ 84,5 m3/h

ZELLENVOLUMEN 
COLD ROOM VOLUME

36 m3  ÷ 43 m3 32 m3  ÷ 202 m3 116 m3  ÷ 501 m3 23 m3 ÷ 46 m3 41 m3 ÷ 630 m3

LOW GWP SOLUTIONS 
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SPLITAGGREGATE FÜR KÜHLZELLEN 
PACKAGEGED UNITS FOR COLD ROOMS
BLOCKSYSTEM - SPLITAGGREGATE: WANDMONTAGE 
BLOCKSYSTEM - SPLIT SYSTEMS: WALL MOUNT INSTALLATION



FÜR NÄHERE INFORMATIONEN KONTAKTIEREN SIE BITTE UNSERE TECHNISCHE 
ABTEILUNG. BESCHREIBUNGEN, TECHNISCHE DATEN UND ABBILDUNGEN DIENEN NUR 
ZUR UNVERBINDLICHEN ILLUSTRATION. RIVACOLD BEHÄLT SICH DAS RECHT VOR, DIE IN 
DIESEN UNTERLAGEN BESCHRIEBENEN SPEZIFIKATIONEN OHNE VORANKÜNDIGUNG 
GANZ ODER TEILWEISE ZU ÄNDERN UND, UM DIE PRODUKTIONSKONTINUITÄT ZU 
GEWÄHRLEISTEN, ALTERNATIVE MARKEN VON KOMPONENTEN, DIE FÜR DAS PROJEKT 
ERFORDERLICH SIND, ZU VERWENDEN.

FOR MORE INFORMATION, CONTACT OUR TECHNICAL OFFICE. DESCRIPTIONS, TECHNICAL 
DATA AND ILLUSTRATIONS ARE PURELY INDICATIVE AND ARE NOT BINDING. RIVACOLD 
RESERVES THE RIGHT TO MODIFY, IN WHOLE OR IN PART AND WITHOUT PRIOR NOTICE, 
THE SPECIFICATIONS DESCRIBED IN THIS DOCUMENTATION AND, IN THE INTERESTS OF 
PRODUCTION CONTINUITY, TO USE COMPONENTS FROM ALTERNATIVE BRANDS TO THOSE 
GIVEN IN THE DESIGN.
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TECHNISCHE DATEN NK-AUSFÜHRUNGEN  - HBP MODELS TECHNICAL DATA AND PERFORMANCE 

TECHNISCHE DATEN NK-AUSFÜHRUNGEN  - MBP MODELS TECHNICAL DATA AND PERFORMANCE 

TECHNISCHE DATEN TK-AUSFÜHRUNGEN  - LBP MODELS TECHNICAL DATA AND PERFORMANCE 

COMPRESSOR REFRIG. CAPACITY [W] PED ABSORPTION CONDENSER   PIPE FITTINGS EVAPORATOR NET WEIGHT

type
E [ cm3]

SE [m3/h]

Tc = +5°C / Tamb 32°C
CAT

Win
[W]

In
[A]

no. x Ø m3/h
L

[mm]
S

[mm]
no. x Ø m3/h Wd kgR452A R449A

Watt m3 Watt m3

SPH054G012 E 43.5 4222 47.8 - - 1 2313 5.93 2x300 1900 10 16 3x250 2167 - 135

COMPRESSOR REFRIG. CAPACITY [W] PED ABSORPTION CONDENSER   PIPE FITTINGS EVAPORATOR NET WEIGHT

type
E [ cm3]

SE [m3/h]

Tc = 0°C / Tamb 32°C
CAT

Win
[W]

In
[A]

no. x Ø m3/h
L

[mm]
S

[mm]
no. x Ø m3/h Wd kgR452A R449A

Watt m3 Watt m3

SPM054G012 E 56.6 4154 38.3 - - 1 2487 6.2 2x300 1900 10 18 3x250 2167 1950 125
SPM068G012 E 74.2 5583 64.3 - - 1 3342 8.68 2x350 3600 12 22 2x350 4163 3300 180
SPM080G012 E 100.7 6603 84.2 - - 2 3737 8.01 2x350 3600 12 22 2x350 3825 3300 195
SPM110G012 E 112.5 7947 104.9 - - 2 4545 10.7 3x350 7000 12 28 2x450 9926 5500 235
SPM140G012 E 134.8 10834 149.0 - - 2 5567 15.29 3x400 8000 12 28 2x450 9162 6600 265
SPM200R012 SE 26.84 - - 15189 217.8 1 6706 15.52 3x400 7800 16 35 2x450 8663 6600 335
SPM300R012 SE 32.48 - - 19114 280.2 2 10078 20.98 2x500 12500 16 35 2x500 12418 14400 645
SPM370R012 SE 41.33 - - 22898 341.6 2 11394 22.81 2x500 12100 16 35 2x500 11459 14400 725

COMPRESSOR REFRIG. CAPACITY [W] PED ABSORPTION CONDENSER   PIPE FITTINGS EVAPORATOR NET WEIGHT

type
E [ cm3]

SE [m3/h]

Tc = -20°C / Tamb 32°C
CAT

Win
[W]

In
[A]

no. x Ø m3/h
L

[mm]
S

[mm]
no. x Ø m3/h Wd kgR452A R449A

Watt m3 Watt m3

SPL034G012 E 112.5 2853 18.6 - - 2 2434 6.34 2x300 1900 10 18 3x250 2167 1950 155
SPL060R012 SE 16.24 - - 3918 62.6 1 2560 7.24 2x350 3600 12 28 2x350 4163 3300 195
SPL080R012 SE 18.05 - - 4328 75.8 1 2723 8.05 2x350 3600 12 28 2x350 3825 3300 205
SPL130R012 SE 26.84 - - 6040 123.2 1 3980 11.03 3x350 7000 16 28 2x450 9926 5500 280
SPL180R012 SE 32.48 - - 8132 183.7 1 5005 14.09 3x400 8000 16 28 2x450 9162 6600 310
SPL200R012 SE 41.33 - - 9970 241.3 1 5478 15.52 3x400 7800 16 35 2x450 8663 6600 385
SPL260R012 SE 48.5 - - 10555 261.5 1 5593 16.61 3x400 7800 16 35 2x450 8663 6600 370
SPL350R012 SE 73.7 - - 16144 451.4 2 11861 31.17 2x500 12500 22 42 2x500 12418 14400 750
SPL450R012 SE 84.5 - - 18370 528.4 2 13782 33.19 2x500 12100 22 42 2x500 11459 14400 780

R452A (2140 GWP) R449A (1397 GWP)

Bei den Produkten in diesem Prospekt handelt es sich um Geräte mit synthetischen Kältemitteln.

 Products in this catalogue are equipment whose functioning relies upon fluorinated greenhouse gases.
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